


















1	 See electrical load chart for 347/480V system watts.

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. 

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s WSQ LED homepage.

Light 
Engines

Performance 
Package

System 
Watts

(MVOLT1)

Dist.
Type

40K
(4000K, 70 CRI)

50K
(5000K, 70 CRI)

Lumens B U G LPW Lumens B U G LPW

1
(10 LEDs)

10A700/--K 24W
SR2 2,005 1 0 1 84 2,159 1 0 1 90

SR3 2,029 1 0 1 85 2,160 1 0 1 90

SR4 1,959 1 0 1 82 2,069 1 0 1 86

2
(20 LEDs)

10A700/--K 47W
SR2 3,944 1 0 1 84 4,265 1 0 1 91

SR3 4,028 1 0 1 86 4,355 1 0 1 93

SR4 3,851 1 0 1 82 4,123 1 0 1 88

Performance Data

Photometric Diagrams

FEATURES & SPECIFICATIONS

	 INTENDED USE 
The classic architectural shape of the WSQ LED was designed for applications such as hospitals, 
schools, malls, restaurants, and commercial buildings.  The long life LEDs and driver make this 
luminaire nearly maintenance-free.

	 CONSTRUCTION 
The single-piece die-cast aluminum housing integrates secondary heat sinks to optimize thermal 
transfer from the internal light engine heat sinks and promote long life.  The driver is mounted in 
direct contact with the casting for a low operating temperature and long life. The die-cast door 
frame is fully gasketed with a one-piece solid silicone gasket to keep out moisture and dust, 
providing an IP65 rating for the luminaire. 

	 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering.  A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling.  Standard Super Durable colors include dark bronze, black, 
natural aluminum, sandstone and white.  Available in textured and non-textured finishes. 

	 OPTICS 
Precision-molded acrylic lenses are engineered for superior distribution, uniformity, and spacing 
in wall-mount applications.  Light engines are 4000K (70 CRI).  The WSQ LED has zero uplight and 
qualifies as a Nighttime Friendly™ product, meaning it is consistent with the LEED® and Green 
Globes™ criteria for eliminating wasteful uplight. 

	 ELECTRICAL 
Light engine(s) consist of 10 high-efficacy LEDs mounted to a metal core circuit board and 
integral aluminum heat sinks to maximize heat dissipation and promote long life (100,000 
hrs at 25°C, L77).  Class 2 electronic driver has a power factor >90%, THD <20%.  Easily-
serviceable surge protection device meets a minimum Category B (per ANSI/IEEE C62.41.2).

	 INSTALLATION 
A universal mounting plate with integral mounting support arms allows the fixture to hinge 
down for easy access while making wiring connections.  

	 LISTINGS 
CSA certified to U.S. and Canadian standards.  Light engines are IP66 rated; luminaire is IP65 
rated and suitable for wet locations when mounted with the lenses down.  WLU option offers 
wet location listing in “up”orientation. Rated for -30°C minimum ambient.  

	 WARRANTY 
5-year limited warranty.  Complete warranty terms located at: www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx.

	 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2011-2017 Acuity Brands Lighting, Inc.  All rights reserved.	

Lumen Output

1	 Higher wattage is due to electrical losses from step-down transformer.

Current (A)

Light 
Engines

Drive Current 
(mA)

System 
Watts 120 208 240 277 347 480

1 700
24W 0.24 0.14 0.12 0.1 - -

 29W 1 - - - - 0.09 0.07

2 700
47W 0.44 0.27 0.23 0.20 - -

 53W 1 - - - - 0.17 0.12

Electrical Load

Isofootcandle plots for the WSQ LED 2 10A700/40K SR2, SR3, and SR4. Distances are in units of mounting height (12’).

Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.10

10°C  50°F 1.06

20°C 68°F 1.02

25°C 77°F 1.00

30°C 86°F 0.98

40°C  104°F 0.92

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the WSQ LED 2 10A700 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.94 0.88 0.77
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SR4

Distribution overlay comparison to 175W metal halide.

LEGEND

WSQ 
LED, 
0.5 fc

WSQ
HID,
0.5 fc

10’ W Sidewalk

LLDs:

WSQ HID = 0.72

WSQ LED = 0.95 WSQ LED 2 10A700 40K SR4,
WSQ 175M FT Probe, 12’ Mounting Ht

WSQ HID:
213W
 

WSQ LED:
47W

 

led 1 sr3 ELCW plan view
Scale  1" = 40'

 250 x 100' building
 10' sidewalk
 8' mtg ht over door

 contours at 1.0 fc (red) 0.5 fc (blue) on grade

Calculated values include direct and interreflected components.
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CITY OF CODY 
PLANNING, ZONING AND ADJUSTMENT BOARD 

STAFF REPORT 
MEETING DATE: MAY 8, 2018 TYPE OF ACTION NEEDED 
AGENDA ITEM:     P&Z BOARD APPROVAL: X 
SUBJECT: MINOR DOWNTOWN ARCHITECTURAL 

AND SIGN REVIEW: DAISY FARM 
DECOR AND CODY LODGING. 
SPR 2018-14 

   RECOMMENDATION TO 
   COUNCIL: 

 

PREPARED BY: TODD STOWELL, CITY PLANNER    DISCUSSION ONLY:  
 
PROJECT DESCRIPTION: 
Tammy Collins of Daisy Farm Decor and Sandi Fisher of 
Cody Lodging Company have submitted an application for 
an awning and signage at 1371 Sheridan Avenue.  The 
“Chicago style” awning would measure 8’ 5” long and 
approximately four feet tall and extend eighteen inches 
out from the wall of the building.  Due to applicable 
WYDOT regulations, there will be ten feet of clearance 
below the awning.  The awning and proposed signs are 
depicted in the photo—the awning 
height will need to be adjusted for 
the clearance requirement.  The 
font of the “Daisy Farm Decor” signs 
is shown to the right.  It would be 
located on the bottom fringe of the 
awning on the front and each end.       
   
REVIEW CRITERIA: 
Pursuant to 10-10B-4 of the City of 
Cody Code, all structures within the 
zoning district are to be 
architecturally compatible and 
architectural and landscaping plans 
are to be submitted to the planning 
and zoning commission for approval. 
 
Pursuant to Subsection B of 9-2-2, 
within the Downtown Architectural 
District, “The planning, zoning and adjustment board shall examine and evaluate 
applications and plans involved in building and sign permits insofar as they pertain to 
the exterior of commercial buildings within the downtown district as herein described 



SPR 2018-14 1371 Sheridan Ave 
Page 2 of 3  
 
and shall make recommendations and suggestions to the applicants, property owners or 
occupants. 
 
STAFF COMMENTS: 
 
Architecture/Lighting: 
The only architectural components of this project are the awning and gooseneck light 
fixtures.  Since they extend over the WYDOT right-of-way an encroachment permit is 
needed.  The applicant has already contacted WYDOT and has been notified that they 
are requiring the full ten feet of clearance. 
 
Awnings are standard on the north side of main street mostly because of the afternoon 
sun glare.  This awning, due to the limited depth combined with the higher mounting 
height, will not be as effective for that purpose, but will still provide a decorative 
addition.  The tan color will match well with the capstone on the wall and the brick on 
the building to the west. 
 
The three black gooseneck light fixtures match well with the black background sign.  
The style is becoming a popular choice for the downtown area.  The exact fixture has 
not yet been selected.  Provided the light source is recessed above the metal shroud, it 
will be a full-cutoff design and minimize light impacts.  The contemplated illumination 
levels are in the range of a 60-watt incandescent bulb or equivalent, so illumination 
should not be excessive.  
 
Signage: 
Cody Lodging Company: 
The proposed sign measures 2’ by 11’ and consists of black metal background and 
copper metal lettering.  The font style has a natural old-time look.  The sign would be 
illuminated from above by the three gooseneck light fixtures.  The 22 square foot size 
of the sign is well within the 37.5 square feet allowed (1.5 sq. ft. for the 25 feet of 
frontage). 
 
Daisy Farm Décor: 
The three proposed signs along the bottom fringe of the awning are well within the 
allowable limits of 25 square feet per sign, and no more than 50 square feet on the 
awning. 
 
ATTACHMENTS: 
None. 
 
ALTERNATIVES: 
Approve or deny the proposal, with or without changes. 
 
RECOMMENDATION: 



SPR 2018-14 1371 Sheridan Ave 
Page 3 of 3  
 
Approve the project as proposed, subject to the following conditions: 
 

1) That the lighting fixtures are full cutoff (bulb not extend below bottom) and that 
lighting levels are not excessive. 

2) That the necessary permission/permit is obtained from WYDOT and a copy 
provided to the City.  Clearance below the awing shall be as specified by 
WYDOT. 

 
 
 
H:\PLANNING DEPARTMENT\FILE REVIEWS\SITE\2018\SPR2018-14 1371 SHERIDAN AVE AWNING-SIGN\STAFF RPT TO PC 1371 SHERIDAN AVE.DOCX 



CITY OF CODY 
PLANNING, ZONING AND ADJUSTMENT BOARD 

STAFF REPORT 
MEETING DATE: MAY 8, 2018 TYPE OF ACTION NEEDED 
AGENDA ITEM:     P&Z BOARD APPROVAL: X 
SUBJECT: DOWNTOWN ARCHITECTURAL 

DISTRICT SIGN REVIEW: BIGHORN 
DESIGN.  SGN 2018-09 

   RECOMMENDATION TO COUNCIL:  

PREPARED BY: TODD STOWELL    DISCUSSION ONLY:  
 
PROJECT DESCRIPTION: 
Bighorn Design Studio has submitted a sign application for their new location at 1355 
Sheridan Avenue (formerly HQ Sports).  The proposed sign is a vinyl application to the 
existing metal awning.    
 
Existing:       Proposed: 

       
 
REVIEW CRITERIA: 
The property is within the Downtown Architectural District established by Section 9-2-2 
of the Cody City Code.  Pursuant to Subsection 9-2-2(B), “The planning, zoning and 
adjustment board shall examine and evaluate applications and plans involved in building 
and sign permits insofar as they pertain to the exterior of commercial buildings within 
the downtown district as herein described and shall make recommendations and 
suggestions to the applicants, property owners or occupants. 
 
The sign(s) must also comply with applicable provisions of the sign code. 
 
STAFF COMMENTS: 
The downtown sign district allows individual awning signs of up to 25 square feet, and 
a total of 50 square feet on the awning.  The proposed sign is 25 square feet in size. 



SGN 2018-09 Bighorn Design Studio 
Page 2 of 2 
 
 
The applicant was somewhat limited in designing the sign by the need to cover the 
former HQ Sports sign, as the coating on the awning has faded to leave the outline of 
the old sign.  The new sign will just cover those variations. 
 
The purpose of the Downtown Architectural District is understood to be the promotion 
of architectural compatibility and preservation of historic features.  The sign design has 
been professionally designed and is located on a newer metal awning, which location 
does not disrupt any historical architectural features.  It has a modern look much like 
the HQ sports sign it is replacing.  It will meet applicable code requirements for size and 
location. 
 
ALTERNATIVES: 
Approve the awning sign, with or without making recommendations and suggestions. 
 
RECOMMENDATIONS: 
Approve the awning sign as proposed. 
 
 
H:\PLANNING DEPARTMENT\FILE REVIEWS\SIGNS\2018\SGN2018-09 BIG HORN DESIGN\STAFF RPT TO PC BIGHORN DESIGN.DOCX 
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